
6000 SERIES
DMR

Auto-senses 
Digtial or Analogue 

High Capacity
2600mAh Li-Ion 

Battery

IP67 Dust and
Water Protection

Noise 
Cancelling 

Lone Worker 

LT6100
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FEATURES:
• Durable & robust  

design

• BATTERY SAVER

• Call Alert

• DIGITAL VOICE RECORDING/

PLAY optional 

• Bluetooth optional

• Man down optional 

• GPS optional

• Type C charging option

• EMERGENCY ALARM

• ENCRYPTION

• GROUP CALL

• PRIVATE CALL

• REMOTE KILL 

• REMOTE MONITOR

• BATTERY VOLTAGE CHECK  

• Voice announcement 

• 256 channels 

• 16 zones

• 10,000 talk groups 

DESIGNED TO PERFORM | BUILT TO LAST
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features

frequency range 446.0 - 446.1 MHz 136 - 174 MHZ (VHF) / 400 - 480 MHZ (UHF)

High/Low Power 0.5W 5W / 2.5W

Channel Capacity 256 256 256

operating voltage 7.4v

Frequency stability ± 1.5ppm

Operation temp. -20oC - +55oc

IP RATING IP67

Dimensions (mm) 137 x 57 x 43 137 x 57 x 43 137 x 57 x 43

Weight 308g 308g 308g

VOX YEs Yes yes

Battery

Battery type Lithium Ion

Battery Capacity 2600mah 2600mah 2600mah

Battery Life 24 hrs 18 hrs 22 hrs

Transmitter

Power Output 500MW 4W / 5W 4W / 5W

Modulation Limit ± 5.0khz @ 25KHz (Wide Band) / ± 2.5KHz @ 12.5KHz (Narrow Band)

Adj. Channel power ≥70db (wide band) / ≥60dB (Narrow Band)

Hum and noise ≥40db (Wide Band) / ≥36db (narrow Band)

Spurious Emissions ≤-36db (Wide Band) / ≤-36db (Narrowband)

4FSK digital mod. 12.5khz (data) 7K60FXD / 12.5khz (data + voice) 7K60FXE

Audio distortion ≤5%

Error Rate ≤3%

Receiver

Sensitivity (12db sinad) ≤0.25uV (Wide Band) / ≤0.35uV (NARROW BAND)

Digital sensitivity 0.3uv/-117.4dbm (BER 5%) / 0.7uv/-110dbm (BER 1%)

adj. Channel Selectivity ≥70db (wide band ) / ≥60db (Narrow band)

Spurious Emissions ≤-57db (Wide BAnd) / ≤-57db (Narrow Band)

Spurious Rejection ≥70db (Wide Band) / ≥60dB (NArrow Band)

Blocking 84db

Hum and Noise ≥45db (Wide BAnd) / ≥40db (NArrow BAnd)

Audio distortion ≤5%

Audio power output 1000mW /16 Ω

LT6100LF LT6100A LT6100D
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